
VARIES
12" - 24"

SAN-4

SANITARY SEWER
DROP INLET MANHOLE

TEE DETAIL

ALL DOG HOUSES SHALL BE MORTARED
ON INSIDE AND OUTSIDE.SECTION

MANHOLE STEPS 16" MAX ON CENTER.

PIPE SHALL BE CUT TO BE 2"-4" INSIDE
MANHOLE WALL AND HAVE A WATER
TIGHT SEAL. SEE SPECIFICATION.

48_SAN4.DWG

PLATE NO.

STANDARD DETAILS

COTTAGE GROVE, MINNESOTA

CUT OFF TOP
PORTION OF TEE

12" MIN

CASTING AND
ADJUSTMENT RINGS

AS SPECIFIED. PER
DETAIL PLATE STR-23.
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4'X5' MANHOLE TRANSITION

27"

4' DIA

5' DIA MIN

INVERT AND BENCHES ARE TO BE
POURED IN THE FIELD AND INCLUDE
THE 90° BEND. INVERT SHOULD BE
1/2 DIAMETER OF PIPE AND BENCHES
SLOPED 2" TOWARD INVERT.

* SEE SPECIFICATIONS

20' C-900
(SIZE VARIES) TEE MODIFIED *

(SEE ABOVE)

HOLE FOR TEE SHALL BE 4" LARGER
THAN PIPE SIZE TO ALLOW BELL TO BE
POSITIONED INSIDE MANHOLE WALL.
DOGHOUSES SHALL BE MORTARED TO
PROVIDE A WATER TIGHT SEAL.
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2" - 3"

STAINLESS STEEL PIPE BRACKET *
(MIN 2 REQUIRED, 5' SPACING)

90° BEND *. INSTALL 0.2' ABOVE
THROUGH INVERT. POSITION BEND
TO ANGLE DOWNSTREAM.

ALL DROP MANHOLES SHALL BE LINED
UNLESS OTHERWISE NOTED.*
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